EXISTING SIGNS_TO REMAIN EXISTING SIGNS EXISTING SIGNS PROPOSED _SIGNS PROPOSED LED SIGNALS  PROPOSED VIDEO NEMA PHASING *

| | TO BE RELOCATED TO BE _REMOVED | : DETECTION FLASHING
6a-16b b ” 1,19 14 3,3,1%8, , | 71 B2 - B4 OPERATION
Old National 7% 12b,20a u _ — | ﬂ | B : - - ( :
D-32) Mt. Phillip R° = 17 Old Camp__ 1> ®(0 @ (R) abcd <3T$‘
AR.X16" . D3() ONLY ‘ : o |
(VARXTE) D-3(), (VARXIE") | D .08 O vV 4
18 |10} (VARX1E") % ' - R3-5(L) w2 (&) ./
} 4 . . - - : ON LY (30” XSG") . ' 12"
_ : .t & no
% @ 'SHIELD SHIELD l\;ia;:’i ) &?753%2)' * S
ASSEMBLY ~ ASSEMBLY « Mt. Phillip X | |
70 RUN'IN AN EASTINEST FGoR) =)| ©0OsT) 05T D-3(1), | | | |
DIRECTION (30" x36") SHEELD  SHIELD (VARX16")
| ASSEMBLY ASSEMBLY
(30"x96")  (30"x986")

NOTE :

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

}
- ¥k | R
EXISTING RIGHT-OF-WAY - | : WELL
~ EXISTING RIGHT-OF-WAY 7 o e

r— ———
— e —

I
I
I
|
l

_— et v s o s o ot o o a0 o

EXISTING RIGHT-OF-WAY

/\ - EXISTING RIGHT-OF-WAY
AN

' CONSTRUCTION DETAILS

INSTALL LED SIGNAL HEAD.
REMOVE EXISTING SIGNAL HEAD AND INSTALL PROPOSED LED SIGNAL HEAD.
INSTALL PROPOSED VIDEO DETECTION CAMERA ON EXISTING MAST ARM.
INSTALL NON-INVASIVE MICROLOOP PROBE SETBACK DETECTOR.
INSTALL VIDEQ DETECTOR MODULE INTO EXISTING POLE MOUNTED CONTROLLER CABINET.
(TO BE PERFORMED BY SHA FORCES).-
INSTALL OVERHEAD SIGN ON EXISTING MAST ARM.
(INSTALL- HANDHOLE
INSTALL 3 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (BORED
"USE EXISTING HANDHOLE.
USE EXISTING CONTROLLER CABINET.
USE EXISTING CONDUIT.
ABANDON EXISTING HANDHOLE.
ABANDON EXISTING LOOP DETECTOR.
RELOCATE EXISTING OVERHEAD SIGN. : ¢
REMOVE EXISTING POLE MOUNTED SIGN.

INSTALL 24 IN, HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKING FOR STOP LINE. BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.

INSTALL NEW LB CONDUIT BEND ONTO EXISTING POLE MOUNTED CABINET. ' :
INSTALL 3 IN. CONDUIT BEND INTO EXISTING SIGNAL FOUNDATION. _ _ ' gﬁﬁgﬁh&g@g&&gﬁgggcmﬁ%g ECSS'II\'IF[%ED BY THE CONTRACTOR UTILIZING MDSHA

INSTALL 3 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT (TRENCHED).

GENERAL NOTES;

. PAVEMENT MARKINGS SHOWN ON DRAWING ARE PROPOSED AND SHALL BE

INSTALLED ‘BY THE CONTRACTOR ACCORDING. TO THE SIGNING AND MARKING -

PLAN (SHEET SN-02). (EXCEPT AS DETAILED ON THIS SHEET)

. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WTIH MSHA STANDARDS.
. VIDEO CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.

. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE
APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. THE SHA SIGNAL SHOP W!LL

CHY POIVZCXETIEN MOUOWP

6. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF
THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATION.

7. THE SHA SIGNAL SHOP WILL. BE RESPONSIBLE FOR THE INSTALLATION OF THE VIDEO DETECTOR

STATE OF MARYLAND
MODULE AND ALL INTERNAL CABINET WlRING CONTACT MR.ED RODENHIZER AT 410-787-7652 l
72 HOURS PRIOR TO CONSTRUCTION. sm DEPARTMENT OF TRANSPORTATION

STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

US 40 ALTERNATE (OLD NATIONAL PIKE) AT MT. PHILLIP ROAD

BY: Phil
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